
ANC-390 
Noise Blocking Accordion
Partition



The ANC-390 Noise Blocking Accordion Partition is a
commercial-grade, single-wall acoustic partition
engineered for reliable sound control and flexible space
division in professional environments. Designed for
moderate noise reduction and frequent operation, the
ANC-390 delivers consistent acoustic performance
through precision panel construction, integrated
perimeter sealing, and a smooth overhead track
system. Each partition is custom-manufactured to
project-specific dimensions and acoustic requirements,
ensuring optimal fit, performance, and long-term
durability

Acoustic Data
Sound Transmission Class (STC): Typically up to
STC 39–40, depending on panel construction, seals,
and configuration
Designed to reduce speech transmission,
background noise, and sound spill between
adjacent spaces
Acoustic performance enhanced through:

                     Dense panel core materials
                     Tight panel-to-panel tolerances
                     Continuous perimeter sealing

Final acoustic ratings are confirmed through approved
shop drawings and project-specific detailing.



STC Acoustic Performance: ~39 STC (moderate sound
attenuation)

SPECIFICATIONS

Stack Width/Profile: ~9″ (229 mm)

Operation: Manual / optional electric operation 

Finish Options: Vinyl, carpet, fabric

Maximum Opening Width: ~50 ft. (15240 mm) range

Maximum Height: ~12-16 ft. (3658-4877 mm),
depending on configuration

Hanging Weight: ~3.25-4.25 lbs/ft² (varies with finish
and construction)

Frame & Hinges: All-steel structure (for durability)


